
For new installations on bushings
for Sigma 2.0 series, Sigma D series, ComPass series

Single-phase current sensors

Schneider Electric
Type:
RM6
Ø 84 mm

Order no.
3 x 49-6025-301

ABB
Type:
Safelink, SafePlus, SafeRing
Ø 79,5 mm / 84 mm
Order no.
3 x 49-6025-000 or
3 x 49-6025-301

Schneider Electric
Type:
FBX
Ø 84 mm

Order no.
1 x 49-6025-622

Driescher
Type:
MINEX, MINEX C,  G.I.S.E.L.A.
Ø 84 mm

Order no.
49-6025-6011)

EATON
Type:
XIRIA
Ø 79,5 mm / 84 mm
Order no.
3 x 49-6025-000 or
3 x 49-6025-301

Siemens
Type:
8DJH (cable panel)
Ø 84 mm

Order no.
1 x 49-6025-630

Ormazabal
Type:
ga, gae, ge
Ø 84 mm

Order no.
3 x 49-6025-311

Lucy Electric
Type:
AegisPlus
Ø 84 mm

Order no.
3 x 49-6025-601

For screened connectors only. Insulation level: 0.72 / 3 kV.
1) Without retaining plates. Order no. with retaining plates on request

Conductor Ø [mm] Cable length [m] Order no.
15 — 55 3.00 49-6024-001

Conductor [mm] Cable length [m] Order no.
15 — 65 3.00 49-6024-010
15 — 78 (1250 A) 3.00 49-6024-130

For retrofit on insulated cables
for Sigma 2.0 series, Sigma D series, ComPass series
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Siemens
Type:
NXPLUS C, 
8DJH (cubicle width 430 mm)
Ø  84 mm

Order no.
3 x 49-6025-611



Summation current transformers

For installation on insulated cables
for Sigma plus

Conductor Ø [mm] Cable length [m] Order no.
40 — 115 3.00 49-6013-016

Conductor [mm] Cable length [m] Order no.
350 — 50, oval 3.00 49-6013-027

Conductor [mm] Cable length [m] Order no.
280 — 50, oval 3.00 49-6013-028

Conductor Ø [mm] Trip currents1) [A] Order no.
up to 115 40, 80, 120 or 160 49-6014-009
up to 115 (10), (20), 40 or 80 49-6014-007

Conductor Ø [mm] Trip currents1) [A] Order no.
350 x 50, oval 80, 120, 160 or 200 49-6014-021

1) adjustable

For installation on medium voltage cables
for Opto F+E 3.0

Conductor Ø [mm] Trip currents1) [A] Order no.
280 x 50, oval 80, 120, 160 or 200 49-6014-022

1) adjustable

For installation on medium voltage cables
for Earth Zero, Earth Zero Flag, Earth 4.0

Conductor Ø [mm] Cable length [m] Order no.
60 — 150 3.0 49-6013-029

Conductor Ø [mm] Cable length [m] Order no.
220 — 250 4.00 49-6023-020

Summation current sensor, splittable
for Sigma D+, Sigma D++, ComPass B series

Summation current sensors
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Capacitive voltage coupling
for Wega series in air-insulated switchgears

For Wega series

C1A2-24 Cable length [m] Rated voltage [kV] Order no. set
For medium voltage switchgear types1)

Driescher:	 LDTM-12/24
Driescher:	 TSL-20, TSL-G20
Calor Emag:	 C2-20, 
Calor Emag:	 C3-10/20
F&G:		  Concordia Sprecher 12
F&G:		  EA20
Leukhardt:	 10 kV

4.5 12, 24 V38-9100-061-001

1) Further types of switchgear on request.
Wega series as well as set of connection cables see page 100 and 110 / 111

C1Ix Voltage [kV] Order no.
C1I1-12 max. 12 3 x 48-0101-002
C1I2-24 max. 24 3 x 48-0101-003
C1I3-36 max. 36 3 x 48-0101-004

Wega 1.2 C vario as well as set of connection cables see page 104 and 110 / 111

Voltage sensors
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Resistive voltage sensors for high-precision voltage measurement
for ComPass B 2.0 series
with shielded 2 pole cable with connector, connecting terminal resistor and termination resistor

For gas-insulated switchgears

RDP1-24 Cable length [m] Voltage [kV] Order no. set
For T connector set1)

3.7 12, 24 38-9100-013Nexans: 
Cellpack: 
Südkabel: 

(K)400TB
CTS-S
SEHDT 13, SEHDT 23

RDP2-24 Cable length [m] Voltage [kV] Order no. set
For T connector set1)

3.7 12, 24 38-9100-017NKT: 
Raychem: 

CB-24, CC-24
RSTI-58xx, RSTI-CC-58xx

RDG3-24 Cable length [m] Voltage [kV] Order no. set
Sensors with adapters for A cones 6.0 12, 24 38-9100-026

For air-insulated switchgears

RDM3-24 Cable length [m] Voltage [kV] Order no. set
For different switchgear manufacturers 6.0 12, 24 38-9100-050

Connecting cable Cable length1) [m] Order no.
For providing voltage information from 
ComPass B 2.0 to ComPass B 2.0 1.00 49-0509-311

1) Further cable length on request.

RDP3-24 Cable length [m] Voltage [kV] Order no. set
For T connector set1)

3.7 12, 24 38-9100-018
Nexans: 

Südkabel: 

(K)430TB-630A,
(K)300 PB-630A
SET24, SEHDT23.1, SAT24, 
SEHDK23.1, SAK24, MUT23, 
MUT23.1, AD23.1SP

RDP4-24 Cable length [m] Voltage [kV] Order no. set
For T connector set1)

3.7 12, 24 38-9100-019
Cellpack: CTS630A, CTKS630A

1) Further connector sets on request.

RDM3-24 Cable length [m] Voltage [kV] Order no. set
For different switchgear manufacturers 
with retaining plate for installation on 
cable brackets

6.0 12, 24 38-9100-051

RDP5-24 Cable length [m] Voltage [kV] Order no. set
For T connector set1)

Nexans: (K)430TB-630A,
(K)800PB-630A,
(K)484TB-630A,
(K)804PB-630A,
(K)489TB-630A,
(K)809PB-630A,
800SA

3,70 24, 50 38-9100-021




